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Teachnical Specifications

Size: 12 x 8.75 in
Thickness: 0.05 mm (2 mil)
Material Composition: 
PBAT (Polybutylene Adipate 
Terephthalate), Calcium Carbonate, 
Rice Husks
Laminating/Cutting Temperature: 
<140°C
Printing: 2-color full printing with 
Soy Ink
Shelf Life: 18 Months

For more information 
regarding this or other 
būmi products, visit 
www.bumiearth.com.

BAG SPECIFICATIONS

FOR MORE INFO

Kwik Lok 865
Kwik Lok 1082/1083 
Volmpack Dual wicket bagger
Volmpack Carousel CBS-6/ Ockto-Pak 
Semi-Automatic Rotary Bagger

Density: 1.15 g/cm³
Tensile Strength (ASTM D882): Transverse 
Direction (TD): > 12 MPa
Elongation to Break (ASTM D882): 
  Machine Direction (MD): > 280%
  Transverse Direction (TD): > 720%
Melting Point: 245°F (120°C)
Thermal Stability: Stable up to 160°F (70°C)

Disposal: Home compost, commercial 
compost (green garbage bin)
Home Compost: 
  90% decomposition within one year (in 
soil, 20-30 °C, 60% humidity) 
  90% physical break down within 180 days
Commercial Compost: 
  90% decomposition within 
180 days	
  90% physical break down within 90 days
Composting Standard Certifications: 
Certified compostable by DIN CERTCO 
(Home & Garden), ABA, and BPI.

polybag

TECHNICAL BENEFITS

SUSTAINABLE BENEFITS

FIELD APPLICATIONS
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